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NEW SANITARY.

& 1.00% MIN. (TYP,)

F.H. ASSEMBLY

PROPOSED RELOCATED

TELECOMMUNICATION & POWER
2-3" CONDUITS WITH

COORDINATE WITH FOWER UL WIRE FOR TELEPHONE,

COMPANY. ror R TA

STRVICE.
CONTRACTOR TO COORDINATE
WITH UTIUTY PROVIDER.

1=4" CONDAHT WITH PULL WIRE

EXISTING UTILIES
TO REWAIN (TYP.)

8" FIRE LINE

B8°x12° TS&v—

2.5" DOMESTIC

35 LF JACK & BORE

W/16™ STEEL CASING

3
GRAPHIC SCALE
40 1] 0 40 L1]
{ IN FEET )
1Inch = 40 fi.

(i UTILITY LEGEND

PROPOSED CURB
PROPERTY LINE

PROPOSED STORM SEWER
PROPOSED STORM INLET
PROPOSED STORM (BYPASS)
EXISTING STORM SEWER

WATER MAIN

SANITARY SEWER

GAS MAIN

POWER LINE (OVERHEAD)

POWER LINE (UNDERGROUND)
TELEPHONE LINE (OVERHEAD)
TELEPHONE LINE (UNDERGROUND)
VALVE

FIRE HYDRANT

METER

MANHOLE

EXISTING POWER POLE e
EXISTING FEATURES SCREENED -~
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TO PROVIDE 3 SETS OF
“AS-BUILT® PLANS TO OWNER.

IF ANY CONFLICTS, DISCREPANCIES, OR OTHER UNSATISFACTORY CONDITIONS ARE
DISCOVERED, EITHER ON THE CONSTRUCTION DOCUMENTS OR THE FIELD CONDITIONS,
THE MUST NOTIFY THE ENGINEER IMMEDIATELY, AND SHALL NGT COMMENCE
OPERATION UNTIL THE CONFLICTS, DISCREPANCIES, OR OTHER UNSATISFACTORY

CONDITIONS ARE RESOLVED.
CIVIL ENGINEERS * LAND PLANNERS

COLUMBIA
ENGINEERING

2B62 BUFORD HIGHWAY
SUITE 200

DULUTH, GEORGIA 30096
(770) 925-0357
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[ APPROVED FOR CONSTRUCTION
[l NOT APPROVED FOR CONSTRUCTION
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EXISTING PINES TO BE REMOVED
DUE TO EXISTING SEWER LINE
CONFLICT. SEE SHEET LA—1 FOR
REPLANTING. TREE REMOVAL
SHALL CONSIST OF CUTTING TO
BASE AND STUNF GRINDING.
ROOTBALL SHALL REMAIN TO
MINIMIZE IMPACTS TO EXISTING
UTILITIES

EXISTING PINES TO BE REMOVED DUE TO
GRADING AND STORMWATER DESIGN
CONFLICT. TREE REMOVAL SHALL CONSIST
OF CUTTING TO BASE AND STUMP GRINDING.
SHALL REMAIN TO MINIMIZE

TREE PROTECTION
FENCE (TYP.)

C
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ALL TREES TO BE REMOVED WITHIN
PROPOSED PARKING AND PAVEMENT

o — ENGINEERING PLANS FOR
PREPARATION
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GRADING. TREE-REMOVAL SHALL CONSIST OF

EXISTING PINE TREES TO REMAIN SHALL
COUNT TOWARDS PLANTINGS PER
LANDSCAPE REQUIREMENTS. PROPOSED
SUPPLEMENTAL PLANTINGS SHALL BE
PROVIDED PER SHEET LA-1

PROPOSED GROCERY
24,496 SF
FFE: 10.90°

EXISTING PINES TO BE REMOVED DUE TO-
CONFLICTS WITH REQUIRED GRADING AND
STORMWATER DESIGN. TREE REMOVAL
SHALL CONSIST OF CUTTING TO BASE
AND STUMP GRINDING. ROOTBALL SHALL
REMAIN TO MINIMIZE IMPACTS TO
EXISTING UNDERGROUND UTILITIES IN THE
VICINITY OF THESE TREES

EXISTING FINES TO BE REMOVED DUE TO

CUTTING TO BASE AND STUMP GRINDING.
ROOTBALL SHALL REMAIN TO MINIMIZE
IMPACTS TO EXISTING UNDERGROUND POWER
IN THE VICINITY OF THESE TREES

EXISTING SYCAMORE WITHIN PROPOSED
PAVED AREA SHALL BE REMOVED.
CONTRACTOR SHALL NOT OAMAGE

EXISTING UTILITIES DURING REMOVAL OF
ROOTHALL.

1= EXISTING PINE GROUPING TO BE
REMOVED DUE TO CONFLICTS WITH
REQUIRED GRADING AND STORMWATER

==,
b5

3

L]

DESIGN. CONTRACTOR SHALL NOT
[ DAMAGE EXISTING DURING REMOVAL OF
- ROOTBALL
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TREE SURVEY DATA PROVIDED BY
DUPLANTIS DESIGN GROUP, FIELD WORK
COMPLETED 01/05/22

COLUMBIA

ROOTEALL \
IMPACTS TO EXISTING UNDERGROUND POWER o
IN THE VICINITY OF THESE TREES M 1 APPROVED FOR CONSTRUCTION
3 g - NOT APPROVED FOR CONSTRUCTION
— — ne v — REVISIONS - DATE —
SV
Know what's below., — DRAWING TITLE
Call before you dig.
TREE SURVEY
AND TREE
GRAPHIC SCALE PROTECTION

0 15 X 0 120
(IN FEET )
1inch = 30 1.
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COLUMBIA
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I (770) 825-0357
(/) q '38) Florida Gamagross :
g 1) "Dwarf Southern Magnolia (73) Asialic Josmine—] ! i
[ ! : (6) Carissa Holly—| :
D & £ —; g - . — 2) While Fringelree é
< , -
@) Q (9) Fringles Dwarf Podocarpus M| ~(225) Emerald Goddess Lirlope (92) Aslatic Josmin
(3) Soroh’s Fovorlle Crape Myril =3 3) Allos Locobark Eim (3) Century Plon
(2) Overcup Oa W = X W i“ e
dl'ﬂ'!;l‘:a" (98) Asiall HE §) Carissa Holly 3
gl-] .
(8) Century Fiani 10) Crimse dasmine 7“{ J""R’"’ Jasmine 76}. Asialic_Josmine L
— Fire Loropelalum 10) Erimaon—I 10 i l___‘ (12} Pringles Dwarf Podaoc .
‘;Trn)' opefolum — ('!m) f-ri’n:'&f I — 3] [10%), Asiatic ceamindiz==; =
(16) Coontle Cyc = =1 (18) Trinallo Vw!\w;{ag Schafflera -
r(?zj Emercid 78) Emerald S———— (43) Fioriy 9
(72) Emerald -Goddess Lirlope fess Lidope (24) r{,ﬂ“\ Gamagrass.
Goddess Lirlope (7> - L (83) Emarala
10) Pringles 24)) Florida (72) l;m{‘ff  Goddess Lirlsp
(15) Crimson Fire Lorspefal. Dwarf Podocarpus o Wi ‘ "
(9) Sunshine Ligust — . |
il 4 f Inkb Ld
: ) G I% ) (42) Compact inkberry
5) Sarah's Favorlte Crape Myrile fm) TrinaMe Varlagaied Lad
(3,889 sf) Filorefom 5f. Augustine Gross hefflero CE r
Py - 1) Dwarf Southern Magnolio w
() TrinoMa Vorisgated Scheffl ‘ : R T3 / =
i 1,515 sf) Fioratam Si. Augustine Gross A2 : e - o A l' =
5 ? - Y SRR D / n i
3) Serah's Favorite Crope Myrile =
@ 2 AN | o Y RGN TR e - | B e T EEFS J (2,029 sf) Floratom 5i. Augusline Grass o
L
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PROPOSED HEDGEROW TO BE PLANTED é T — i fa) Lo 2 L=
ALONG BANK AND NOT AT BOTTOM OF / (9) Don's Dwarf Wax Myrlle J Sks Wz
EXISTING/PROPOSED SWALE. HAND DIG / 4 : ol <o M| =]
PROPOSED SHRUB PLANTINGS AND 4 (3) Dwarf Southern Magnelia o ix( ol Zl|lTcm
MINIMIZE IMPACTS TO EXISTING TREES , I} =1 o0
TO REMAIN : (15) Henry's Garnat Sweelspirs g at ol @ ; % s
EXISTING BANK 7 7 |4
PARCEL TO REMAIN / === EXISTING ST AUGUSTING TURFGRASS TO
NOT A PART ) J I " "REMAIN OR BE REPLACED IF DAMAGED —
E} . -~ 8 a TREE PROTECTION R e e D
FENCE (TTP.) UnAtie et e i uticen
= i —— [0) APPROVED FOR CONSTRUCTION
> " (9) Coontle Cycod [ 0T APPROVED FOR CONSTRUCTION
\ b= —_——— — REVISIONS DATE —
- = 1 |\| ey comments [
(13) Don's Dwarf Wox Myrils 7 3 |
EAST 16TH AVENUE (10) Henry's Garot Swastapice (10) Don’s Dwarf Wax Myrtie . €63) Florida. Sumshino Wwe
(10) Florida Sunshine Anise (10) Honry's Garmet Swealspire 7 (1) Henry’s Gamst Swestspire
s : B ———~{10) Compae! Inkb = . 1 R ? ’ Wox Myrll
LA - (10} pect Inkberry (10) Flovida Sunshing Anise | § (10) Don's Dwarf Wox Myrile
= < — - : -(10) Compact Inkberry
GENERAL NOTES:
CITY OF GULF SHORES LANDSCAPING REQUIREMENTS
1. PLANT LIST QUANTITIES ARE FOR REFERENCE ONLY. KEYED PLANS SHALL GOVERN OVER PLANT LIST.
NORTHERN
2. ALL PLANTS AND PLANT BEDS SHALL RECEIVE A 3" LAYER OF PINESTRAW MULCH. APPLY PRE—EMERGENT TO ALL BEDS AND TREE RINGS EXISTING LANDSCAPING, CURBS, AND PROPERTY LINES TO REMAIN UNDISTURBED P
PER MANUFACTURER’S RECOMMENDATIONS. APPLY PRE—EMERGENT TO ALL SOD AREAS PRIOR TO INSTALLATION. - — ii
3. IN AREAS WHERE PROPOSED VEGETATION IS SHOWN, EXISTING VEGETATION IS TO BE REMOVED. WHERE TREES AND LARGE SHRUBS ARE EAST 1ST AVENUE (PERIMETER LANDSCAPING: 1 TREE / 25° + 6 SHRUBS / 20%)
REMOVED, STUMPS SHALL BE GROUND. SEE DEMO SHEET C-2 FOR ADDITIONAL DEMOLITION INFORMATION 370' - 71.46' (DRIVEWAYS) = 298.54' / 25' = 11.94 TREES REQUIRED, 17 EXISTING TREES TO REMAIN + 2 PROPOSED TREES PROVIDED
298.54' / 20' = 14.93 X 6 = 89.56 SHRUBS REQUIRED, 94 SHRUBS PROVIDED
4. THE GENERAL CONTRACTOR SHALL SUPPLY ROUGH GRADES +\—0.2 FEET, WITH POSITIVE DRAINAGE PATTERNS ESTABUSHED. THE p
LANDSCAPE CONTRACTOR WILL FINE GRADE FOR PLANTING OPERATIONS. SOUTHERN (1 TREE / 25° + 6 SHRUBS / 20") Know what's OW. r— DRAWING TITLE
5. TOPSOIL SHALL BE STRIPPED AND STOCKPILED BY THE GRADING CONTRACTOR. STOCKPILED TOPSOIL WILL BE SPREAD BY THE GRADING E_16TH AVE (PRRIMETER LANCGOARING: | TREE / 25 + 6 SHRUBS /ian) 3 ca“alt)ofgsyou dig
. 3 462.73" — 46.66° (DRIVEWAY) = 416.07° / 25' = 16.64 TREES REQUIRED, EXISTING LANDSCAPING TO REMAIN UNDISTURBED AND SATISFY REQUIREMENTS g
CONTRACTOR TO A MINIMUM DEPTH OF 4 INCHES IF QUANTITIES ARE SUFFICIENT, IF STOCKPILED TOPSOIL IS INSUFFICIENT IN QUANTITY, 416.07 / 20° = zE, 80 X 6 }=', 24.82 SH/RUBS REQUIRED, 125 smz?ms PROVIDED . ;
GENERAL cumme‘rogr &am PROVIDE TOPSOIL TO SURPLEMENT STOCKPILED 1|§|Psml_ I!r?\l;smr. SHALL CONSIST OF E HINiHsI.IH OF 10% : : . ' r
ORGANIC MATERIAL. £ BASE COURSE MATERIAL SHALL NOT BE CONSIDERED AS SUITABLE TOPSOIL FOR PLANTING AREAS, AND SHALL BE i
w BANK (INTERIOR LANDSCAPING: 1 TREE + 4 SHRUBS / 25°)
AMENDED WITH 4 INCHES OF TOPSOIL PRIOR TO PLANTING. ALL STONES LARGER THAN 1" SHALL BE CLEARED FROM LANDSCAPED AREAS. 199.94' — 26.78' (DRIVEWAY) = 173.16 / 25 = 6.93 TREES REQUIRED, 2 EXISTING TREES TO REMAIN AND 5 PROPOSED TREES PROVIDED LANDSCAPE PLAN
6. ALL PLANT MATERIAL SHALL MEET OR EXCEED SIZE AND SHAPE RELATIONSHIPS SPECIFIED IN THE LATEST EDITION OF IHE AMERICAN gj‘f‘r "sH"o:ESZZ;Z;K‘m‘”(“PSERT:%’E:EE:;ECTA";&é_‘fﬁ:gg‘; ggPGf ;055:33'5" 7 209 GRAPHIC SCALE
SIANCARD FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION GF NURSERYMEN. 200.46" — 27.84° (DRIVEWAY) = 172.62' / 25' = 6.90 REQUIRED, B PROVIDED s 0 15 3 60 120
7. AL SIZES SPECIFIED REFER TO SIZE AT TIME OF PLANTING. 172.62 / 20 = B.63 X 6 = 51.79 SHRUBS REQUIRED, 64 PROVIDED M
8. AN AUTOMATED IRRIGATION SYSTEM IS TO BE DESIGNED AND INSTALLED TO PROVIDE IRRIGATION FOR PROPOSED PLANTINGS. ( IN FEET )
1 inch = 30 ft. TR PiL
DRawNeY | JPB/RG ~ DRAWING NO
DATE 11/0172021
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SPECIFICATIONS:

GENERAL:

BEFORE BEGINNING ANY WORK, ALL UTILITIES AND UNDERGROUND CONSTRUCTION SHALL BE
LOCATED BY THE THE LANDSCAPE CONTRACTOR SO THAT PROPER PRECAUTIONS MAY BE
TAKEN NOT TO DISTURB OR DAMAGE ANY SUBSURFACE IMPROVEMENTS. WHERE PUBLIC
UTILITIES ARE PRESENT, THE LANDSCAPE CONTRACTOR SHALL REQUEST ON-SiTE LOCATIONS
BY ALL UTILITY COMPANIES AND CONFIRM THAT SUCH LOCATIONS HAVE BEEN COMPLETED.
THE LANDSCAPE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR MAKING, AT HIS OWN
EXPENSE, ALL REPAIRS TO DAMAGED UTILITIES RESULTING FROM WORK COVERED BY THIS
CONTRACT.

THE LANDSCAPE CONTRACTOR SHALL TAKE MEASURES TO PREVENT DUST, MUD, EQUIPMENT
MARKS, ETC FROM SOILING AND DAMAGING IMPROVEMENTS. ANY DAMAGE SHALL BE THE
RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

PLANTS SHALL BE WATERED PRIOR TO TRANSPORTATION AND SHALL BE KEPT MOIST UNTIL
PLANTED. ALL PLANTS SHALL BE PROTECTED FROM DESICCATION DURING DELIVERY WITH A
PROTECTIVE COVERING OR ENCLOSED TRUCK.

ALL PLANTING AND PLANT MATERIAL REQUIRED BY THIS CONTRACT SHALL BE IN A
SATISFACTORY AND ACCEPTABLE CONDITION WHEN THE CONTRACTOR APPLIES FOR PAYMENT.

INSTALL TREES PLUMB. DO NOT DEPEND ON STAKING TO PULL PLANTS TO PLUMS POSITION.
STAKING SHALL BE ON AN AS—NEEDED BASIS.

AFTER PLANTS ARE INSTALLED, ALL PLANT BEDS AND TREE RINGS SHALL RECEIVE
TREATMENT WITH PRE-EMERGENT TO PREVENT WEED GERMINATION.

INSPECTION:

THE OWNER'S REPRESENTATIVE SHALL INSPECT THE TOTAL WORK FOR ACCEPTANCE UPON
REQUEST OF THE LANDSCAPE CONTRACTOR. ANY UNSATISFACTORY ITEMS SHALL BE NOTED
AND MUST BE REMEDIED BY THE LANDSCAPE CONTRACTOR PRIOR TO ACCEPTANCE. UPON
SATISFACTORY COMPLETION OF ALL WORK, THE OWNER'S REPRESENTATIVE SHALL CERTIFY IN
WRITING ACCEPTANCE OF THE WORK. PAYMENT FOR CONTRACT WORK TO THE CONTRACTOR
PURSUANT TO ISSUANCE OF ACCEPTANCE SHALL BE DEEMED THE FINAL PAYMENT FOR SAID
WORK.

WARRANTY:

THE WARRANTY PERIOD SHALL BEGIN ON THE DATE OF ACCEPTANCE BY THE OWNER'S
REPRESENTATIVE. ALL PLANT MATERIAL SHALL BE WARRANTEED BY THE LANDSCAPE
CONTRACTOR FOR A PERIOD OF ONE YEAR FOLLOWING ACCEPTANCE. THE LANDSCAPE
CONTRACTOR SHALL REPLACE, AT NO EXPENSE TO THE OWNER, UNHEALTHY PLANTS WITHIN
15 DAYS. THIS ASSUMES THAT NO SUCH REPLACEMENTS ARE NECESSITATED BY NEGLECT OR
ABUSE BY OWNER, BY VANDALISM OR BY ACTS—-OF—GOD DAMAGE.

REPLACEMENT SIZES SHALL BE COMPARABLE TO THOSE ATTAINED BY ADJACENT THRIVING
PLANTS. ALL REPLACEMENT STOCK WILL BE SUBJECT TO THE SAME WARRANTY
REQUIREMENTS AS THE ORIGINAL STOCK. REPLACEMENT WARRANTY BEGINS ON DAY OF
INSTALLATION.

THE LANDSCAPE CONTRACTOR SHALL MAKE ALL NECESSARY REPAIRS TO GRADES, VEGETATIVE
COVER AND PAVING REQUIRED BECAUSE OF PLANT REPLACEMENTS. SUCH REPAIRS SHALL
BE DONE AT NO EXTRA COST TO THE OWNER.

GRASSING:

PREPARE AREAS TO BE GRASSED BY REFINED GRADING TO INSURE PROPER DRAINAGE AND
DISCOURAGE EROSION. ELIMINATE UNDESIRABLE GRASS AND WEED GROWTH IN AREAS TO BE
GRASSED AND TAKE MEASURES AS NECESSARY TO PREVENT RE—GROWTH OF UNDESIRABLE
PLANTS. SOIL SHALL BE TILLED OR LOOSENED TO 4" MIN. DEPTH, INCORPORATING
FERTILUZER, LIME AND OTHER APPROPRIATE ADDITIVES AS INDICATED BY SOIL TEST INTO
THE TOP 2" TO 3",

FOR SEEDED AREAS:

UNLESS HYDROSEEDED, AFTER SEED IS PLACED, FIRM SEEDS INTO THE TOP 1/4" OF SOIL
MULCH IMMEDIATELY WITH EITHER WEED—SEED-FREE DRY STRAW, OR WOOD CELLULOSE
FIBER

WATER AS NEEDED TO ESTABLISH SEEOLINGS. RE—SEED AT INTERVALS UNTIL ALL SEEDED
AREAS SHOW 95X COVER.

FOR SODDED AREAS:

SOD SHALL BE STRONGLY ROOTED, 2 YEAR OLD STOCK. THE SOD SHALL BE TOP QUALITY
CERTIFIED SOD, FREE OF WEEDS, UNDESIRABLE NATIVE GRASSES, INSECTS AND DISEASES,
AND UNIFORM IN THICKNESS. PROVIDE CERTIFICATION TAG TO OWNER. ALL SOD SHALL BE
MACHINE CUT AND VIGOROUSLY GROWING (NOT DORMANT)

LAY SOD WITHIN 24 HOURS FROM TIME OF STRIPPING. DO NOT PLANT DORMANT SOD OR IF
GROUND IS FROZEN.

LAY SOD TO FORM A SOUD MASS WITH TIGHTLY FITTED JOINTS. BUTT ENDS AND SIDES OF
SOD STRIPS. DO NOT OVERLAP.

IN SLOPING AREAS, SOD SHALL BE LAID WITH THE LONG EDGES PARALLEL TO THE
CONTOURS AND WITH JOINTS STAGGERED.

SOD SHALL BE SECURED IN—PLACE WITH STAPLES ON SLOPES GREATER THAN 3:1.

STAPLES FOR SOD STAKING SHALL BE NO. 11 GAUGE STEEL WIRE, U-SHAPED WITH LEGS 12
INCHES IN LENGTH AND 1" CROWN. STAPLES SHALL BE PLACED AT INTERVALS NO GREATER
THAN 2' ON CENTER. TOP OF STAKES SHALL BE DRIVEN FLUSH WITH SOD AS NOT TO
INTERFERE WITH MOWING OPERATIONS.

TAMP OR ROLL TO INSURE CONTACT WITH SOIL. WORK SIFTED SOIL INTO MINGR CRACKS
BETWEEN PIECES OF SOD. REMOVE EXCESS SOIL TO AVOID SMOTHERING OF ADJACENT
GRASS.

SOD SHALL BE WATERED IMMEDIATELY AFTER ROLLING OR TAMFING

APPLY PRE—EMERGENT TO ALL AREAS TO BE SODDED PRIOR TO INSTALLATION.

COLUMBIA

REMOVE. BURLAFP FROM
TOP 1/3 OF ROOT BALL

ARBOR TIE STAKING STRAP®=
INSTALL PER MANUFACTURER'S
INSTRUCTIONS,

4" EARTH

SAUCER

STAKES: 2 X 4 X 3' LONG,
PRESSURE—TREATED

BACKFILL TREE PIT WITH
LOOSENED NATIVE SOIL

TREE, PIT WOTR
3 TIMES THE WIDTH OF ROOTBALL.

SREMOVE AlL CORD OR TWINE AROUND TRUNK TO PREVENT GIRDLING.
NOTE:  INSTALL TREES/ SHRUBS PLUMB. DO NOT DEPEND ON STAKING
TO PULL PLANT INTO A PLUMB POSITION.

STAKING SHALL BE ON AN AS—NEEDED BASIS.
STAKING iS5 UNDESIRABLE BECAUSE OF THE POTENTIAL TRIPPING HAZARD
AND POTENTIAL FOR GIRDLING AS THE PLANT GROWS.

{F GUYING IS NECESSARY, USE ARBORTIE GUYING STRAPS INSTALLED ACCORDING
TO ARBORTIE INSTRUCTIONS. SEE INSTRUCTIONS AT DEEPROOT.COM.
REMOVE TREE STAKING MATERIALS NO LATER THAN 1 YEAR AFTER INSTALLATION,

DO NOT PILE MULCH AGAINST TREE TRUNK.

TREE PLANTING DETAIL

NOT TO SCALE

SPACING AS SHOWN
3" MULCH OH FLAN
AS SPECIFIED

=TILL TO MIN. 6" DEPTH, INCORPORATING INTO THE SOIL A MINIMUM
OF 100 LBS OF COMPOST PER 200 SF OF GROUNDCOVER BED.

APPLY AND TILL LIME AND FERTIUZER AS RECOMMENDED BY SOIL TEST.

—INSTALL PER SPACING RECOMMENDATIONS ON PLAN.

GROUNDCOVER
PLANTING DETAIL

NOT 10 SCALE

S vl PR IR

FORM SAUCER TO
/ RETAIN. WATER

/- FINISH GRADE

E S0l

-C(!HT.MNER GROWN PLANTS SHALL HAVE
LL-DEVELOPED ROOT SYSTEMS CAPABLE

OF HOLDING THE SOIL INTACT AFTER REMOVAL

FROM THE CONTAINER T SHALL NOT BE

ROOT BOUND" SCARIFY ROOTS AS NECESSARY.

SHRUB PLANTING DETAIL

NOT 10 SCALE.

3% MULCH AS SPECIFIEEJ

INSTALL LAWN TO BE soD OR
FLUSH WITH TOP OF SEEDED AREA
CURB OR ADJACENT

SIDEWALK —\
ASPHALT
PAVING \

~———— CURB

LAWN INSTALLATION AT
CURB OR WALKWAY

NOT TO SCALE

PLANT SCHEDULE
TREES CODE [QTY BOTANICAL NAME COMMDN NAME SIZE
O cc 5 CARPINUS BETULUS ‘COLUMNARIS® COLUMNAR EUROPEAN HORNBEAM  |3" CAL.
: cv 2 CHIONANTHUS VIRGINICUS WHITE FRINGETREE 1.5" cAL
: SF 1 LAGERSTROEMIA X 'SARAH'S FAVORITE' SARAH'S FAVORITE CRAPE MYRTLE [1.5" CAL
@ ML 5 MAGNOLIA GRANDIFLORA ‘LITTLE GEM' DWARF SOUTHERN MAGNOLIA 3" CAL
® MJ 7 MAGNOLIA VIRGINIANA 'JIM WILSON' TM MOONGLOW SWEETBAY MAGNOLIA 3" CAL
O oL 2 QUERCUS LYRATA OVERCUP OAK 3" CAL
@ UA 7 ULMUS PARVIFOLIA "ALLEE' ALLEE LACEBARK ELM 3™ CAL
SHRUBS CODE |QTY BOTANICAL NAME COMMON NAME SIZE
* AR 13 AGAVE AMERICANA CENTURY PLANT 3 GAL.
O ic 18 ILEX CORNUTA ‘CARISSA' CARISSA HOLLY 3 GAL.
O ] 62 ILEX GLABRA 'COMPACTA’ COMPACT INKBERRY 3 GAL.
O IF 61 ILLICIUM PARVIFLORUM 'FLORIDA SUNSHINE' |FLORIDA SUNSHINE ANISE 3 GAL.
O v 45 ITEA VIRGINICA "HENRY'S GARNET' HENRY'S GARNET SWEETSPIRE 3 GAL.
@ Ls 9 LIGUSTRUM SINENSE 'SUNSHINE' SUNSHINE LIGUSTRUM 3 GAL.
O CF 45 LOROPETALUM CHINENSE RUBRUM 'PIILC—)' |CRIMSON FIRE LOROPETALUM 3 GAL.
e ED 42 MYRICA CERIFERA 'DON'S DWARF' DON'S DWARF WAX MYRTLE 3 GAL.
O PP 41 PODOCARPUS MACROPHYLLUS ‘PRINGLES' PRINGLES DWARF PODOCARPUS 3 GAL.
O ST 48 SCHEFFLERA ARBORICOLA ‘TRINETTE' TRINETTE VARIEGATED SCHEFFLERA |3 GAL.
O D) 133 TRIPSACUM FLORIDANUM FLORIDA GAMAGRASS 3 GAL.
A * ZP 25 ZAMIA PUMILA COONTIE CYCAD 3 GAL.
GROUND COVERS |CODE |aTy BOTANICAL NAME COMMON NAME SIZE
750 LIRIOPE MUSCARI ‘LOVE POTION NO. 13 EMERALD GODDESS LIRIOPE 1 GAL
8,075 SF STENOTAPHRUM SECUNDATUM 'FLORATAM’ FLORATAM ST. AUGUSTINE GRASS 50D
W TA 800 TRACHELOSPERMUM ASIATICUM ASIATIC JASMINE 4" POT
A

MULCH AS SPECIFIED
ON PLANS

GROUND

WITH NO IRREGULARITIES.

PLANTING BED WITH MULCH 1nds
EDGE OF GRASS 1
GRASS =

L&
2" VERTICAL CUT

NOTE:
ALL BED LINES SHALL BE SMOOTH FLOWING

TRENCHED BED EDGE DETAIL

NOT TO SCALE

STAY ouT I~ —— 2 x 4 POSTS
"0 DeTRGA /Tl

HT.

2'+/-

ACTIVE TREE PROTECTION FENCING DETAIL
ORANGE SAFETY NETTING MAY BE USED IN LIEU OF WOOD RAILS.

EXCAVATE SUBGRADE SOIL
AND ﬁlCILF IJ.. \'fl'lH CLEAN 3,

ILL%E CUUI‘S‘ SMIRIIL

TYPICAL ISLAND PLANTER SECTION

L - SCARIFIED

NOT TO SCALE

JREE PROTECTION WOTES:
1. ALL TREE PROTECTION DEVICES ARE TO BE INSTALLED
START OF LAND DISTURBANCE ACTIVITIES AND SHALL BE IAINTAINED
UNTIL FINAL LANDSCAPING IS INSTALLED.

2. TREE PROTECTION FENCING SHALL BE INSTALLED IN LOCATIONS SHOWN
ON PLAN.
TREE PROTECTION FENCING SHALL BE INSPECTED DAILY AND REPLACED
OR REPAIRED AS NEEDED.

4, TREE PROTECTION FENCES MUST HAVE SIGNAGE IN BOTH ENGLISH AND
SPANGSH THAT READS “STAY OUT", "NO ENTRADA", AND °“TREE SAVE",
“SALVE UN ARBOL", POSTED ON FENCE EVERY 20 FEET WITH A MINIMUM
Of FOUR (4) SIONS.

TREE PROTECTION AR PROTECTED FROW SEDIMENTATION.
IISTALL SILT FENCE ALDNG TREE PROTECTION FENCING WHEREVER
GRADING OCCURS ON THE UPHILL SIDE OF THE TREE PROTECTION ZONE.

a NOPAMM.MMWWERNNMMN’EMBMTD
QCCUR

7. ANY ROOTS WHICH MUST BE CUT SHALL BE CUT WITH A SHARP TOOL.
THE TEARI

COLUMBIA
ENGINEERING

2862 BUFORD HIGHWAY
SUITE 200

DULUTH, GEORGIA 30096
(770) 925-0357
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TRAVERSE

ORDERING GUIDE

Exampla "7 " 10 DT T 3-UNv FCU-DE!

CATALOG &

D b o - . CTT—
Pl b ¥ el e
-« - i " v
K7 - s
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ny
e
e eSS
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MO0 Qreteing iutictitaton
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oo inq e

Site Lighting Fixture S
5

Head: input | Tol&| Ffure
Type Catalog Number Volls | o] Woits _!ﬂz ‘Watts| VA | EPA Fixlure Mounting Notes:
E10 Beacon TRV-D-24L-27-4K7-3-UNV-WHT 120 1 27 LED| 27 | 27 n/a SEE PLANS FOR MOUNTING HEIGHT
E11 Beacon TRV-60L-138-4K7-3-UNV-WHT 120 | 1 136 LED| 136 | 136| n/a SEE PLANS FOR MOUNTING HEIGHT
WP1 Beacon TRV-60L-136-4K 7-4-UNV-WHT 120 | 1 136 LED| 136 | 135 na SEE PLANS FOR MOUNTING HEIGHT
Wr2 Beacon TRV-24L-27-4K7-4-UNV-WHT 120 | 1 27 LED| 27 |37 na SEE PLANS FOR MOUNTING HEIGHT
% Bepcon VPL-96L-2204K7-3:UNV-DB_2@180 TBD| 2 220 LED| 440 [5a0]| 24 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F2 Beacon VPL-96L-2204K7-3-UNV-DB TED| 1 220 |LED| 220 [270] 12 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F3 Beacon VPL-96L-220-4K7-50M-UNV-DB 2@180 T80} 2 0 LED| 440 | 540 24 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F4 Beacon VPL-26L-280-4K7-4-UNV-DB TED| 1 280 LED| 280 | 340 12 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
FS Beacon VPL-86L-280-4K7-3-UNV-DB-HS S-30-R TBD| 1 280 LED| 280 | 340 12 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F6 Beacon VPL-96L-220-4K7-4-UNV-DB _2@90 TBD| 2 220 LED| 440 | 540 19 27 ROLIND STRAIGHT STEEL POLE ON 36° BASE 1
F7 Beacon VPL-96L-280-4K7-3-UNV-DB 2@180 TBD| 2 280 LED} 580 | 680 24 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F8 Beocon VPL-96L-280-4K7-3-UNV-DB TeD| 1 280 LED| 280 | 340 12 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
F3 Beoacon VPL-96L-220-4K7-4-UNV-DB TBeD| 1 220 LED| 220 | 370 13 27 ROUND STRAIGHT STEEL POLE ON 36" BASE 1
NOTES

1 BASIC DESIGN WIND SPEED IS 160 MPH FOR CATEGORY Il STRUCTURE. POLE EPA RATING SHALL EXCEED FIXTURE EPA RATING AT OR ABOVE BASIC DESIGN WIND SPEED
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